
Small  Scale

Anhydro MicraSpray 750

•	 Two-point discharge

•	 Rotary valve

•	 Hepa �lters

•	 Bag �lter

•	 Air broom

•	 Powder cooling and conveying system

•	 Wet scrubber

•	 CIP system

•	 Simple integrated cleaning system (ICS)

•	 GMP documentation (IQ, OQ)

•	 GMP execution

•	 Noise attenuation

•	 Datalogging

Other Version
•	 Closed circuit

9-.p,he smaA6
 scal smpray drying plant, Anhydro MicraSpray 750, is 

designed for drying of products insmaA6
 scal sproduction, R&D 

departments, universities and public institutions worldwide.  9-.p.4,heis 

dryer is designed withsmpecific focus on flexibility insthe design 

and configuration, safety during operation, process control, ease of 

cleaning/sanitary design and scalability. 

Anhydro MicraSpray 750 is used worldwide by customers in the 

food, dairy, chemical and pharmaceutical industries.  

The design of the Anhydro MicraSpray 750 is based on a unique 

modular concept consisting of a basic plant and a large number of 

optional items, which enables customers to customize each plant to 

match their exact requirements.

Included Equipment for a Basic Plant 
•	 Feed pump

•	 Feed tank

•	 Water tank

•	 Feed pipe

•	 Two-fluid nozzle atomizer, co-current

•	 Air intake filter

•	 Electrical air heater for main air and hot air duct

•	 Drying chamber with rupture disc for explosion protection

•	 Cyclone with powder container

•	 Fan and duct

•	 Control panel with PLC incl. touch color screen 

•	 Support structure

Optional Equipment for a Basic Plant 
•	 Two-fluid nozzle atomizer, counter-current

•	



0,0

10,0

20,0

30,0

40,0

50,0

60,0

70,0

80,0

90,0

150 175 200 225 250 275 300 325 350

70°C

100°C

Outlet temperature


